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Key Features

 y Human/Vehicle 
 y Auto Tracking; Auto Focus

 y Speaker coverage 60 m(200 ft)
 y Sound and Light Alarm
 y Two-way Audio 

 y 1/1.8” large sensor
 y Ultra Starlight 
 y Smart Dual Light Full-color

 y 40X, 1/2.8”, 5MP/4MP, 4.98~199.3 mm
 y Digital Defog; Optical Defog

Deep Learning Algorithms

Intelligent Tracking Sound and Light Alarm

Ultra Starlight Full-color View Optical Defog

Face Human Vehicle Fire/Smoke

Dangerous area do 
not approach!

Digital Defog Optical Defog

Ultra Starlight
8MP 8MP

40 X
7-inch

SN-IPS8681WDR-Z40 40 X
7-inch

SN-IPS8681VDR-Z40

 y 8 MP (3840 × 2160) @ 25/30 fps
 y 1/1.8" Sony STARVIS Ⅱ CMOS
 y 40 X, 6.8 to 272 mm
 y IR: 300m (1000 ft) 
 y Gyroscope: 6 Axis Anti-shake
 y Pan Range: 0° to 360°,  

Tilt Range: -10° to 90°
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y Wiper
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

 y 8 MP (3840 × 2160) @ 25/30 fps
 y 1/1.8" Sony STARVIS Ⅱ CMOS
 y 40 X, 6.8 to 272 mm
 y IR: 300m (1000 ft) 
 y Gyroscope: 6 Axis Anti-shake
 y Pan Range: 0° to 360°,  

Tilt Range: -10° to 90°
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y IK10
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

4MP 4MP
37 X
7-inch

SN-IPS8641WDR-Z37
SN-IPS8641WDL-Z37

37 X
7-inch

SN-IPS8641VDR-Z37

 y 4 MP (2592 × 1520) @ 25/30 fps
 y 1/1.8" Sony STARVIS CMOS
 y 37 X, 6.8 to 251 mm
 y IR: 400m (1300 ft),  

Laser IR: 600 m (2000 ft)
 y Gyroscope: 6 Axis Anti-shake
 y Pan Range: 0° to 360°,  

Tilt Range: -10° to 90°
 y Wiper
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

 y 4 MP (2592 × 1520) @ 25/30 fps
 y 1/1.8" Sony STARVIS CMOS
 y 37 X, 6.8 to 251 mm
 y IR: 400m (1300 ft) 
 y Gyroscope: 6 Axis Anti-shake
 y Pan Range: 0° to 360°,  

Tilt Range: -10° to 90°
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y IK10
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

4MP 4MP
30 X
5-inch

SN-IPS8641YDS-Z30 30 X
5-inch

SN-IPS8641YDA-Z30

 y 4 MP (2592 × 1520) @ 25/30 fps
 y 1/1.8" Sony STARVIS CMOS
 y 30 X, 7 to 210 mm
 y IR: 250 m(820 ft),  

warm light: 60 m(200 ft)
 y Optical defog 
 y Built-in Mic and 5W speaker
 y Sound and Light Alarm 
 y Pan Range: 0° to 360°,  

Tilt Range: -15° to 90°
 y Audio:  1 in/out,  

alarm:  2 in/out, SD card slot
 y 36 VDC, 24 VAC, PoE+(IEEE 802.3at)

 y 4 MP (2592 × 1520) @ 25/30 fps
 y 1/1.8" Sony STARVIS CMOS
 y 30 X, 7 to 210 mm
 y IR: 250 m(820 ft)
 y Optical defog 
 y Built-in Mic and 5W speaker
 y Sound and Light Alarm  

(red and blue lights)
 y Pan Range: 0° to 360°,  

Tilt Range: -15° to 90°
 y Audio:  1 in/out,  

alarm:  2 in/out, SD card slot
 y 36 VDC, 24 VAC, PoE+(IEEE 802.3at)

Products
Starlight

5MP/4MP 5MP/4MP
40 X
7-inch

SN-IPS8653MDR-Z40
SN-IPS8643MDR-Z40

30 X
7-inch

SN-IPS8650WDR-Z30
SN-IPS8640WDR-Z30

 y 1/2.8" Sony STARVIS Ⅱ CMOS
 y 40 X, 4.98 to 199.3 mm
 y IR: 200 m (650 ft)
 y Optical defog 
 y Gyroscope: 6 Axis Anti-shake
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

 y 1/2.8" Sony STARVIS CMOS
 y 30 X, 5.3 to 159 mm
 y IR: 200 m (650 ft)
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y Wiper
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

5MP/4MP/2MP 5MP/4MP
30 X 
25 X
7-inch

SN-IPS8650MDR-Z30
SN-IPS8640MDR-Z30
SN-IPS8620MDR-Z25

30 X
5-inch

SN-IPS8655YDR-Z30
SN-IPS8645YDR-Z30

 y 1/2.8" Sony STARVIS CMOS
 y 30 X, 5 MP/4 MP, 5.3 to 159 mm
 y 25 X, 2MP, 5 to 125 mm
 y IR: 200 m (650 ft)
 y Audio:  1 in/out,  

alarm:  7 in/2 out, SD card slot
 y 36 VDC, 24 VAC, PoE++(IEEE 802.3bt)

 y 1/2.8" Sony STARVIS Ⅱ CMOS
 y 30X, 1/2.8”, 5.3~159 mm
 y IR: 200 m (650 ft)
 y Audio:  1 in/out,  

alarm:  2 in/out, SD card slot
 y 36 VDC, 24 VAC, PoE+(IEEE 802.3at)

5MP/4MP/2MP 5MP
30 X 
25 X
5-inch

SN-IPS8650TDR-Z30
SN-IPS8640TDR-Z30
SN-IPS8620TDR-Z25

15 X
4-inch SN-IPS8652ELDN-Z15

 y 30X, 1/2.8”, 5MP/4MP, 5.3~159 mm
 y 25X, 1/2.8”, 2MP, 5~125 mm
 y IR: 150 m (490 ft)
 y Audio:  1 in/out,  

alarm:  2 in/out, SD card slot
 y 36 VDC, 24 VAC, PoE+(IEEE 802.3at)

 y 5MP (2592 × 1944) @ 25/30 fps 
 y 1/2.8”  Sony STARVIS Ⅱ CMOS
 y 15 X,  5.3 to 79.5 mm
 y Pan Range: 0° to 360°,  

Tilt Range: 0° to 90°
 y SD card slot, up to 256GB
 y 12 VDC, PoE (IEEE 802.3af)

5MP
5 X
3-inch

SN-IPS8654ZDC-Z5
SN-IPS8654ZDS-Z5

 y 5MP (2880 × 1620) @ 25/30 fps
 y 5X, 2.7 to 13.5 mm
 y IR: 50 m(160 ft), Warm Light: 30 m(100 ft)
 y Built-in Mic and speaker
 y Sound and light alarm (red and blue lights)
 y Pan Range: 0° to 355°, Tilt Range: -20° to 90°
 y Pan Speed: 0.1° to 60°/s, Tilt Speed: 0.1° to 50°/s
 y Audio:  1 in/out, alarm:  1 in/out, SD card slot
 y 12 VDC, PoE+ (IEEE 802.3at)

Products

Smart
Full-color

Smart
Full-color


